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All works to be carried out in accordance with the latest

British Standards/Codes of Practice unless specifically

directed otherwise in the specification.
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image.

Graphical representations of details on this drawing have

been co-ordinated, but are approximations only. Please refer

to Specifications and / or Details for actual sizes.
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SITE DIMENSION

900mm MILLED OPENING (FOR STANDARD DOOR WIDTH 1075mm)
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Location: Head Track

Fixing Summary

*Slide door stops and rollers loosely into the deflection head before fitting. First

slide in the adjustable stop with spring (at the closing end), then two rollers and lastly the

adjustable stop with spring (facing door opening).

Use suitable fixings installed at 600mm centers to secure head channel.

Location: Slam Post

Slam posts secured to the floor surface by Floor Plates. The plates are fitted to the ends

of the posts, using min 25mm countersunk screw. Items to be fitted by Fusion Partitions.

Location:

Use suitable fixings installed at 600mm centers to secure base tracks and abutments.

Base Track & Wall Abutment
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BASE TRACK SPACING 1101mm
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Fixing Summary

SLIDING DOOR HEAD TRACK FITTED IN FULL LENGTH 3100mm

HEAD TRACK TO BE INSTALLED CENTRALLY OVER DOOR OPENING

EQ

EQ

(563)

C

L

1975 (STANDARD 1075mm DOOR)
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CHANNEL FIXING

Use suitable fixings

installed at 600mm

centers

CHANNEL FIXING

Use suitable fixings installed

at 600mm centers to secure

head channel.

CHANNEL FIXING

Use suitable fixings installed

at 600mm centers to secure

head channel.

CHANNEL FIXING

Use suitable fixings installed at

600mm centers to secure base

channel.

CHANNEL FIXING

Use suitable fixings installed at

600mm centers to secure base

channel.

CHANNEL FIXING

Use suitable fixings installed

at 600mm centers to secure

wall abutment channel.

FLOOR PLATE - SMALL

Slam post secured to the floor surface by

Floor Plate. The plate is fitted to the end of

the post, using min 25mm countersunk

screw. Item to be fitted by Fusion Partitions.

FLOOR PLATE - LARGE

Slam post secured to the floor surface by Floor Plate.

The plate is fitted to the end of the post, using min 25mm

countersunk screw. Item to be fitted by Fusion Partitions.

CHANNEL FIXING

Use suitable fixings installed

at 600mm centers to secure

wall abutment channel.

STANDARD DOOR WIDTH 1075mm

ADJUSTABLE

STOP

ROLLER

BODY

SLIDING DOOR COMPONENTS*

ROLLER

BODY

Slide door stops and rollers loosely into the deflection head

before fitting. First slide in the adjustable stop with spring (at the

closing end), then two rollers and lastly the adjustable stop with spring

(facing door opening).

Note

Dimensions shown for

setting-out relate to  a

standard door width 1075mm

ADJUSTABLE

STOP

Ensure adjustable stop

is slid into track with

correct orientation &

direction

Ensure adjustable stop

is slid into track with

correct orientation &

direction

Document No. Description

System Title:

Contempo Glide Aluminium Sliding Glazed Door

Rw

Performance Summary

Contempo Sliding 12mm Toughened Glass Door 39 dB

Contempo Sliding 12.8mm Acoutic Safety Glass Door 42 dB

CGD-AP6

CGD-AP5

X02

BEWARE

An environment free of site debris and dust

must be provide for final installation of

sliding door, slam posts and trims.

This clean environment must be maintain

during and after door/partition installation.

Ensure all tracks, channels and profiles are

dust free before final door installation.

Operation of the door in an unclean

environment could lead to debris being

pulled into the partition cavity.

CLIP-IN

INFILL - X02

BRUSH SEAL HOLDER (SD75.5)

FITTED BOTH SIDES BETWEEN SLAM POSTS 998mm

SD75.5 FITTED

BETWEEN

VERTICAL

SLAM POSTS
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