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Do not scale this drawing (printed or electronic versions)

This drawing is copyright

Discrepancies and/or ambiguities within this drawing, between

it and information given elsewhere, must be reported

immediately to this office for clarification before proceeding.

All works to be carried out in accordance with the latest

British Standards/Codes of Practice unless specifically

directed otherwise in the specification.

Responsibility for the reproduction of this drawing in paper

form, or if issued in electronic format, lies with the recipient

to check that all information has been replicated in full and

is correct when compared to the original paper or electronic

image.

Graphical representations of details on this drawing have

been co-ordinated, but are approximations only. Please refer

to Specifications and / or Details for actual sizes.
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Performance Summary

Document No. Description

System Title:

Fineline - Clear Double Glazed

Rw

Contempo 12.8mm Acoustic Safety Glass Door 40 dBCGD-AP1

12.8 & 12.8mm Acoustic Safety Glass 46 dBFDG-AP1
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Location: Head Track, Base Track & Wall Abutment

Fixing Summary

Use suitable fixings installed at 600mm centers to secure

the channel.

Location: Door frame

Sections secured at 600mm centers, see detail for fixings.

Floor plates fitted to frame jambs using Min 25mm

countersunk screw.

**INSULATION - Insulation inside Deflection Head

cavity to be supplied and fitted BY OTHERS
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B25

CHANNEL FIXING

Use suitable fixings installed at

600mm centers to secure base

channel.

CLEAT

- C01

FLOOR PLATE

Door frame secured to the floor surface by Floor

Plate. The plate is fitted to the end of the post,

using min 25mm countersunk screw.

CHANNEL FIXING

Use suitable fixings installed at

600mm centers to secure base

channel.

CHANNEL FIXING

Use suitable fixings installed at

600mm centers to secure base

channel.

CLEAT

- C01

CLEAT - C01

CHANNEL FIXING

Use suitable fixings installed at

600mm centers to secure base

channel.

CHANNEL FIXING

Use suitable fixings installed at

600mm centers to secure base

channel.

F54.10

GLASS CLEANING

Prior to application of vertical & horizontal

banding trims glass MUST be prepared

using  Cleaning Solution V29, to the

areas to which the trims will be adhered

TRIM & GASKET ASSEMBLY

All Systems using applied external and internal
trims / mullions MUST have a
Primer Agent V30 applied to the face of the
aluminium where the tape/joint is to be applied.
Use Lint free cloth V31 to apply this solution.
Alongside the above, a Cleaning solution is to be
provided for the glass where the trims are being
applied. See note "Glass Cleaning"

TRIM & GASKET ASSEMBLY

All Systems using applied external and internal trims / mullions MUST
have a Primer Agent V30 applied to the face of the aluminium where the
tape/joint is to be applied. Use Lint free cloth V31 to apply this solution.
Alongside the above, a Cleaning solution is to be provided for the glass
where the trims are being applied. See note "Glass Cleaning"

GLASS CLEANING

Prior to application of vertical &

horizontal banding trims glass

MUST be prepared using  Cleaning

Solution V29, to the areas to which

the trims will be adhered

V28

V29 V30 V31
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IMPORTANT
For Glass/Aluminium Cleaning & Priming a box is supplied which contains Primer Agent V30, along
with a Lint free cloth V31, to apply it with. It also contains UV Bonding Glass cleaner V29, which must be used to clean the glass prior to
application of the aluminium sections.

It is the responsibility of the contractor to use the Glass cleaner V29 to the relevant areas after Fusion Partitions' glazers have carried out a first
clean following installation of glass. This ensures that the tape adheres to the glass, removing any impurities or “skin” which will have built up
on the glass face.

The Primer Agent V30 must be applied to the face of the aluminium where the tape/joint is to be applied.  Using the Lint free cloth V31, the
Primer Agent V30 must be thinly applied to the back of the horizontal and vertical aluminium sections, along their complete length, in a one
directional motion, prior to applying the adhesive tape. 1 - 2 minutes later (once any excess primer has cleared and dried) the tape should be
immediately applied.

For tape application the aluminium vertical/horizontal sections must be laid on a flat surface along the entire length of the section. Failure to
do so will place a stress between the aluminium and the adhesive tape that will later cause delamination.

CLEANING INSTRUCTIONS
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